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I NTRODUCTION 
Explosi ve bonding is a unique joi ning process w i t h  the  serious 
potenti a1 t o  produce composite materials capable of fu l f i l l ing  many of 
t h e  h i  gh-performance mater ia l s  needs of t h e  1990's. The process has 
the technological ve r sa t i l i t y  t o  provide a t rue high-quality metallur- 
g i  cal bond between both met all urgi ca l ly  compatible and incompati ble 
systems. Metals routinely explosively bonded include a wide variety of 
combinations of react ive and refractory metals, low and high density 
metals and t h e i r  alloys, corrosion res i s tan t  and high strength alloys, 
and common s t ee l s .  T h e  major advantage of t h e  process i s  i t s  a b i l i t y  
t o  custom desi gn and engi neer composi t e s  w i t h  physi cal and/or mech- 
ani cal properties t h a t  meet a spec i f ic  or unusual performance require- 
ment. Explosi ve bonding o f f e r s  the  designer  unique oppor tun i t i e s  i n  
mater ia l s  s e l e c t i o n  with unique combinations of p rope r t i e s  and high 
i ntegri  t y  bonds t h a t  cannot be achieved by any o t h e r  metal joi  n i  ng 
process. 
Twenty years  have passed s i  nce t h e  explosi ve bondi ng process 
was f i r s t  commercialized. While i t s  t r u e  potent i  a1 has already been 
demonstrated i n  many ins tances  as much as 15 years  ago, i t  has not 
been ex tens ive ly  u t i l i zed .  The explosi ve bonding process has simply 
not lived up t o  i t s  expectations or technological potential. Instead 
of being t h e  $200 mi l l ionlyr  ful l - f ledged h i  gh-tech, h i  gh growth 
industry of the 1980's as predicted, i t  has become a marginal industry 
at  best w i t h  annual danestic sales stagnated a t  less than $10 million 
and no projected breakthroughs i n  sight. In addition t o  the chemical 
process indus t ry  where i t  has found i t s  g r e a t e s t  use, expl osi vely 
bonded products were projected t o  f i n d  extens i  ve use i n  t h e  high 
performance aerospace and defense re1 ated materi  a l s  needs of t h e  
1970's and 1980's. These projections have not materialized. In modern 
times, no other industry has developed so  much technological content 
w i t h  so l i t t l e  commercial success. 
The fa i lure  of the explosively bonded product t o  l i ve  up t o  i t s  
expectation may be at t r ibuted t o  a number of reasons. I t  i s  the  intent  
of t h i s  paper t o  d iscuss  i n  some d e t a i l  the  reasons f o r  t h e  l imi ted  
acceptance of t h e  process and t h e  s t e p s  t h a t  will be requi red  f o r  i t  
t o  gain wider accept abil i t y  in the 1990's commensurate w i t h  techno1 og- 
i cal capability. Ini t i  ally, the process mechanism will be very briefly 
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r e v i e w e d  and i t s  a p p l i c a t i o n s  t o  d a t e  o u t l i n e d  t o  p r o v i d e  an 
understanding o f  the na tu re  o f  the process and i t s  p o t e n t i a l .  
Explos ive Bonding Process 
I n  l i t e r a t u r e  as we l l  as t h i s  paper, t h e  t e r m s  " e x p l o s i  ve 
bonding", "expl os i  ve welding", and "expl o s i  ve claddingu are used syn- 
onymously. The fundamenta ls  o f  t h e  p rocess  a r e  w e l l  understood.  The 
process i s  bas i ca l l y  simple nd on ly  t h e  rudiments are presented here. 
E x c e l l e n t  r e v i e w  a r t i c l e s (  - 1  a r e  a v a i l a b l e  f o r  those i n t e r e s t e d  i n  
more d e t a i l s  . 
A  t y p i c a l  s e t u p  f o r  e x p l o s i  ve bonding i s  shown schematical ly 
i n  F i g u r e  la .  The e x p l o s i  v e  i s  p laced  i n  a  l a y e r  u s u a l l y  i n  d i r e c t  
c o n t a c t  w i t h  t h e  upper o r  exposed s u r f  ace o f  t h e  p r i m e  o r  c l  addi ng 
component. The oppos i te  or  bonding surface o f  t he  c ladding component 
i s  t h e n  p laced  a t  a  s p e c i f i e d  d i s t a n c e  above t h e  s u r f  ace o f  t h e  base 
component t o  w h i c h  i s  i s  t o  be bonded. T h i s  s e p a r a t i o n  i s  u s u a l l y  
known as t h e  " s t a n d o f f  gap". For  mos t  e x p l o s i v e  bond ing  o p e r a t i o n s ,  
p a r t i c u l a r l y  1  arge p l a t e  c ladd ing ,  t h i s  gap i s  u s u a l l y  c o n s t a n t  o v e r  
t h e  e n t i r e  area being bonded. 
The mechanisms t h a t  occur du r ing  t h e  actual  bonding event are 
shown s c h e m a t i c a l l y  i n  F i g u r e  lb .  As t h e  d e t o n a t i o n  f r o n t  i n  t h e  
e x p l o s i  ve passes o v e r  t h e  s u r f  ace of t h e  c l a d d i n g  component, t h e  
p r e s s u r e  and expand ing  gases combine t o  bend and a c c e l e r a t e  t h e  
c ladding component across the  standoff  gap toward t h e  base component 
a t  a  h igh ve loc i ty .  The h igh  v e l o c i t y  c ladding component t hen  impacts 
the  base component a t  an angle generat ing extreme l o c a l i z e d  pressures 
a t  the  c o l l i s i o n  p o i n t  which are severa l  orders o f  magnitude above t h e  
y i e l d  s t r e n g t h  o f  b o t h  m e t a l s  b e i n g  welded. Under t h e  i n f l u e n c e  o f  
t h i s  h igh pressure, angular co l l i s i on ,  t h e  surrounding metal surf aces 
a c t  as viscous f l u i d s  around an obs tac le  and a  few microns o f  t h e  
component s u r f  aces a r e  j e t t e d  i n t o  t h e  s t a n d o f f  gap ahead o f  t h e  
p r o g r e s s i n g  c o l l i s i o n  p o i n t .  The j e t  c o n s i s t s  o f  a  c o m b i n a t i o n  o f  
s u r f  ace contaminants ,  a  f e w  m i  c rons  of t h e  m e t a l  s u r f  ace l a y e r s ,  and 
compressed a i r .  As the detonat ion progresses, t h e  j e t  t r a v e l s  ahead o f  
t he  c o l l i s i o n  p o i n t  sweeping the  contaminants f rom t h e  surfaces. Th i s  
enables t h e  t h e  t w o  c leaned m e t a l l u r g i c a l  s u r f  aces t o  come i n t o  
i n t i m a t e  c o n t a c t  under ex t reme p r e s s u r e  a t  and b e h i n d  t h e  c o l l i s i o n  
p o i n t  and become bonded due t o  i n t e r a t o m i c  f o r c e s .  The c o l l i s o n  i s  
c h a r a c t e r i z e d  b y  t h e  c o l l i s i o n  v e l o c i t y  (v,) and t h e  c o l l i s i o n  ang le  
(0). There i s  a  c r i t i c a l  c o l l i s i o n  v e l o c i t y  below w h i c h  no bond ing  
occurs and s i m i l a r l y  a  minimum c o l l i s i o n  angle below which no j e t t i n g  
w i l l  occur regardless o f  the c o l l i s i o n  ve loc i t y .  
The re  i s  no hea t  a s s o c i a t e d  w i t h  t h e  process  o t h e r  t h a n  t h a t  
generated by the  p l a s t i c  work ing near t he  i n t e r f a c e  and the  ad iaba t i c  
compress ion  t e m p o r a r i l y  imposed on  t h e  metals .  S i n c e  t h e  p rocess  i s  
a lmost  i n s t  an t  aneous, no d i f f u s i o n  takes  place. Theref ore, explos i  ve 
bonding can d i r e c t l y  j o i n  d i ss im i l a r ,  me ta l l u rg i ca l l y  i ncompatible and 
r e a c t i v e  m e t a l s  w i t h o u t  t h e  s i g n i f i c a n t  f o r m a t i o n  o f  i n t e r m e t a l l i c  
compounds t h a t  are ha rmfu l  t o  t h e  p r o p e r t i e s  o f  t h e  bond and t h e  
u l  ti mate performance o f  the compos i te. 
Most explosively bonded composites have a wavy bond zone that  
can be expl ai ned on t h e  bas is  of hydrodynamics. A f l a t  bond zone i s  
i n d i c a t i v e  of a bond being made a t  t he  lower l i m i t s  of co l l i s ion  
energy and has t h e  potent i  a1 t o  display marginal and/or nonuniform 
properties. When properly made, the bond strength i s  normally equal t o  
or  s l i g h t l y  g r e a t e r  than the weaker of the two components being 
bonded. Figure 2 shows a typical explosi vely bonded interface between 
commercially pure t i tanium and s t e e l  i n  which t h e  small amount of 
b r i t t l e  i r o n - t i  tanium in te rme ta l l i c  t h a t  exis ts  i s  isolated in small 
areas that  are surrounded by ductile direct bond. Closer examination 
of the bond i n t e r f a c e  u s u a l l y r e v e a l s  t h a t  t he  weld i s  a combination 
of d i r e c t  weld on t h e  c r e s t s  and in the valleys of the waves, and 
intermittent pockets of trapped jet  materi  a1 on t h e  f r o n t  and back 
slopes (Figure 3). Figure 4 similarly shows a wavy interface in alumi- 
numlmagnesium alloy with pockets of entrapped j e t  mater ial  near the  
c re s t s .  Depending on t h e  energy input  i n t o  t h e  bond, t h e  trapped j e t  
pockets will range from a mechanical mixture of the  two materi a ls  
being bonded t o  a total ly  melted and sol idif ied structure. Excessi ve 
energy inputs  during bonding with r e s u l t a n t  excessi  vely la rge  j e t  
pockets typically produce bonds with less than optimun properties. 
Present Applications 
S ince  i t s  i n i t i a l  commercialization i n  t h e  mid 1960ts,  t h e  
f l a t - p l a t e  cladding appl ica t ions  grew rapid ly  u n t i l  the e a r l y  1970's 
and then leveled off. From 1970 onward, most new applications were in 
the area of specialty products other than f l a t  plate configurations. 
Flat-Plate Clads 
The l a r g e s t  and most extensi  ve commerci a1 i z a t i o n  t o  da te  of 
explosi vely bonded products has been in  the  form of f l  at-pl ate clads 
which are subsequently fabricated into a structure. The most import ant 
application has been in chemical process pressure vessels. C m e r c i  a1 
appl ica t ions  can be broadly d i  vi ded i n t o  t h e  following t h r e e  cate-  
gori es: 
1. Pressure Vessels 
Products: T i l s t e e l ,  Z r l s t e e l ,  T a l s t e e l ,  Inconel /s teel ,  
Hastelloylsteel (Figures 5 and 6) 
Industry: Chemi cal process i ndus t r y  
2. Tube Sheets fo r  Heat Exchangers 
Products: Ti ls teel ,  Inconel/steel, s ta inless  steel 
/ s t ee l ,  bronze/steel (Figure 7 )  
I ndus try: Chemi cal process i ndus t r y  
3. Transition Joints 
Products: Al/Al/steel (Figure 8) 
~ndus'try: Shipbuilding-structural t r a n s i t i o n  jo i  n t s  f o r  
both new construction and repair  work 
Products: Cu/Al 
Industry: E 1 ectroref i n i  ng i ndus t r y  
In  t h e  chemical p rocess  r e l a t e d  i n d u s t r i e s ,  t h e  major 
appl i c a t i  ons have been f o r  corrosion r e s i  s t a n t  cl ads i n pressure 
vessels and tube sheets for  heat exchangers. The corrosion resis tant  
clad i s  almost always bonded onto a s t e e l  backer which becomes the 
pressure car ry ing  component of the  vessel o r  tube  shee t  f o r  these  
appl ica t ions .  This process has made i t  possible  t o  economically use 
expensi ve, hi gh-densi t y  metals such as t ant a1 um f o r  a t ant a1 um/copper 
clad s t e e l  pressure  vessel in t h e  recovery  of chlor ine from H C 1  a t  
higher temperature and pressure. 
In t h e  shipbui lding indus t ry ,  aluminum alloy/alumi num/steel 
structural t ransi t ion joi nts replace bolted or r i  veted aluminum/steel joints thus avoiding crevice corrosion. The aluminum part of the joint  
i s  then conventionally welded t o  the aluminum superstructure and the 
s t e e l  p a r t  i s  welded t o  t h e  s t e e l  decking/coaming.  S i m i l a r l y  
copper/aluminm and aluminum/steel t r a n s i  t i  on jo i  nts are  used i n t h e  
e lec t roref  iniong i ndustry t o  rep1 ace bolted / r i  veted j o i n t s  i n high 
current density systems. 
Other appl i c a t  i ons of explosi vely bonded f 1 a t  p1 a t e  product 
have been f o r  stainless steel clad steel boiler plates in the nuclear 
i n d u s t r y  and he1 ium leakproof  t u b u l a r  t r a n s i t i o n  j o i n t s  of 
aluminum/stainless s t e e l  with e i t h e r  t i tan ium or  s i l v e r  i n t e r l a y e r s  
for  cryogeni c appl i cat i ons . 
Cylindrical Products 
Up t o  now the use of explosi vely clad cylindrical products has 
been customi zed and not wi despread. Several industri es have used both 
small and la rge  diameter explosively clad t i t an ium/s t ee l ,  s t a i n l e s s  
steel/steel,  and Inconel/steel concent r ic  cylinders.  In other cyl i  n- 
d r i  cal conf i g u r  a t i  on appl i c a t i  ons, di  r e c t  explosi vely bonded alumi- 
num/steel tubular t ransi t ion jo in ts  in various diameters such as shown 
in  Figure 9 a r e  made by over1 ap cy l ind r i ca l  bonding techniques and 
being used in significant numbers i n  the nuclear industry. The joining 
of large sec t ions  of o i l  and gas pipel ines ,  36, 42, and 48 inches i n  
di ameter, by explosi ve welding ha een successfu l ly  developed and f 5P placed i n t o  commercial application. 
Speci a1 ty  Products 
Multilayer laminates of t h r e e  o r  more layers  of metals explo- 
si vely bonded together have been used fo r  various applications such as 
coinage s tock ,  condensers,  e lec t rodes ,  e t c .  Figure 10 shows one such 
conf i guration of thir teen expl osi vely bonded 1/8-inch-thick layers of 
Alclad aluminum. W i t h  t he  explosive bonding process, laminate struc- 
tures can be designed with specif ic  combinations of metals and layer 
thicknesses to  modify or  control heat/electri cal conduction properties 
or t o  improve f rac ture  toughness or fat igue crack arresting capabili- 
t i  es . 
The repair  and buildup of worn f l a t  and cylindrical components 
i s  another s p e c i a l t y  area of explosive bonding t h a t  has not been 
utilized t o  i t s  full  potential. Figure 11 shows an explosively welded 
r e p a i r  buildup l eeve  o v e r  t h e  remachined worn area of a high speed 
turb ine  shaf t . (d  
In Europe, explosi ve bonding i s  used t o  simultaneously bond 
tubes in to  tubesheets in the  fabrication and retubing of heat exchang- 
e rs ,  i n  1 ieu of conventional welding where seal  welds a r e  required.  
This appl ica t ion  has not yet gained wide acceptance i n  t h e  United 
S t a t e s  where t h e  use of explosives t o  expand b u t  not weld tubes i n t o  
tubesheets has been used successfully for  quite some time. Explosive 
bonding i s  used fo r  plugging leaky tubes during heat exchanger repairs 
in both the  United States  and Europe. 
Present Status 
The ent i re  explosi ve metalworking or fabrication area (bonding, 
forming, powder compaction, e t c )  has experienced re1 a t  i vely 1 i t t l  e 
commercialization of i t s  products with respect t o  i t s  overall poten- 
t i  al. The reasons f o r  t h i  s 1 ack of use vary depending on the  process. 
The most serious lack of use with respect t o  i t s  overall potenti a1 i n  
the techno1 ogi cal and manuf act  uri  ng communi t y  t o  da te  however i s 
expl osi ve bonding. The basi c underst anding of process fundamentals and 
manufacturing procedures f o r  making high q u a l i t y  explos ive ly  clad 
product has been thoroughly establ i shed and i s  avai 1 able. Well over 
300 similar and dissimilar combinations of metal and the i r  alloys have 
been explosi vely bonded and many more are capable of being bonded if 
the  need a r i s e s .  Yet, explosi ve bonded materi a l s  a r e  seemingly used 
only as a l a s t  r e s o r t ,  with those  systems t h a t  have been commerci al- 
i zed bei ng ones that cannot be produced by any other joi n i  ng techni- 
que. 
The major reason f o r  the  1 ack of use of explosi vely bonded 
products i s  graphical ly  i l l u s t r a t e d  i n  Figure 12. Large engineer- 
ing/informational gaps ex is t  between the three major components that 
are involved with the explosively bonded product throughout i t s  l i fe .  
As a resul t  the growth potenti a1 of the product has not been realized. 
The user t y p i c a l l y  s p e c i f i e s  t h e  materi a1 i n  terms of type, 
p r o p e r t i e s ,  s i z e s ,  e t c  t h a t  he des i r e s  f o r  hi s end product based o n  
his need and the available information and design data f o r  the mater- 
i a l .  The g r e a t e s t  area of def ic iency  i s  the almost t o t a l  lack of good 
desi gn support data and i nf ormation on explosi vely bonded product that  
are  universally available f o r  the  end user t o  i n p u t  t o  h i s  design and 
mater ia l s  se lec t ion .  As a r e s u l t ,  only a few l a rge  r e p e t i t i v e  end 
users are cognizant of the product and i ts  capability and have consi s- 
tent ly  utilized the product. 
The la rge  chemical companies i n  t h e  U.S. and abroad have 
t r e a t e d  explosi ve bonding and i t s  product as an ex tens ion  of t h e i r  
explosi ve product 1 ines  r a t h e r  than t r e a t i n g  i t  as an e n t i t y  of i t s  
own. They have incorporated these products into the i r  own designs only 
after expending large engineering e f fo r t s  t o  evaluate clad materi als, 
establish the i r  own user c r i t e r i a ,  and work out fabrication and repair 
proceedures f o r  use by the fabricators. The information created thus 
becomes proprietary and not available fo r  general use by industry. 
Fabricators in the past have had l i t t l e  or no information made 
available t o  them from e i ther  the end user or the  materi a1 manufactur- 
er on how t o  fabr ica te  explosi vely bonded product into an end product 
such as a pressure vessel. The r e s p o n s i b i l i t y  f o r  developing these  
fabrication procedures has thus fallen t o  a few custom fabricators who 
do l i t t l e  process designing. Once again t h e  f a b r i c a t i o n  proceedures 
developed become very speci a1 ized and propi e tary and not always tech- 
ni cally and economically the  most eff ec t i  ve. 
The ma te r i a l s l c l ad  manufacturers provide guidanc~/information 
only as t o  t h e  bond i n t e g r i t y  and s t r e n g t h  of t h e  product which they  
manufacture. None possess the f a c i l i t i e s  fo r  intermediary processing 
of the  clad product such as hot/cold conversion ro l l ing ,  ex t rus ion ,  
etc., t o  enhance i t s  technical quality and/or i t s  economical a t -  
t r a c t i  veness. The i  ntermedi ary processing requires a much h i  gher level 
of technology than the simple forming of plates during standard fabr i -  
cation. The a v a i l a b i l i t y  of this  technology i s  very r e s t r i c t e d  and 
supplied mostly through the clad manufacturer. I t  i s  therefore ei ther  
very expensive or oftentimes unavailable because the technology does 
not exi s t .  Agai n much of the  property d a t a  and secondary processi  ng 
i nf ormati on on expl osi vely bonded products has become propi e t  ary t o  
the materials manufacturer and i s  not available on a general basis. 
Until recent ly ,  t h e r e  has been no attempt t o  bridge these  
engi neeri ng/ inf ormat i  onal gaps between the three major components so 
t h e  potent i  a1 end user can s e l e c t  and u t i l i z e  explosi vely bonded 
products to  t h e i r  fu l les t  potenti al. 
Future Opportunities 
Mechani s t i  ca l ly  and parametri cal ly ,  t h e  expl osi ve bondi ng 
process is well understood; therefore, the basic, fundmental research 
and development on t h e  process i s  pr imari ly  behind us. Likewise t h e  
previous res t r ic t ions  t o  market entry in to  the f i e ld  imposed by basic 
patent protection or any other barriers have now disappeared. Urgently 
needed i s  market development v i a  new thrusts i n t o  appl ica t ion  areas 
where t h e  need f o r  composite ma te r i a l s  having unique proper t ies  or 
performance capabi l i t ies  i s  present. The development of process 
technology and mater ial  d a t t  and information t h a t  will be r e a d i l y  
ava i l ab le  t o  all  who need i t  f o r  t h e s e  new markets will be t h e  over -  
r i  di ng factor i s  the future imp1 ementation of explosive bondi ng.. 
There are several areas of opportunity for  explosively bonded 
products that hol d consi der abl e prom: se and need t o  be addressed: 
o Very lightweight/high strength composites f o r  appli ca t ion  
i n  both a i r c r a f t , f r a m e  and engine components and land 
vehi cl es. 
Examples: aluminum/titanium, beryllium/titanium, aluminum/ 
magnesi um 
o Thin composite f o i l s  f o r  the  e l e c t r o n i c  and areospace 
industries . 
Examples: multi layer composites of a number of metals 
having the combined desired proper t ies  expl osi vely bonded 
and susequently conversion ro l l ed .  t o  t h e  des i red  f o i l  
thickness. 
Multil ayer composites t h a t  provide the proper combination 
of d e n s i t i e s  and s t r eng ths ,  with t h e  added benef i t  of 
significantly improved fatigue and f rac ture  toughness pro- 
perti es . 
Advanced composi t e  materi a1 s f o r  neutron capture1 impermea- 
b i l i t y  in  managing nuclear wastes. 
o Remote joi ni ng of metals in  hostile, hazardous, or i nacces- 
s i b l e  areas such as nuclear r e a c t o r  r e p a i r s ,  underwater 
welding, or assembly of structures in earth o rb i t  or space. 
Such an l i c a t i o n  with seam welding has been demon- 
s t r a t e d .  ?v' 
o Repair and renovation of worn or damaged parts or 
components especi a l ly  i n s i t  u will become more popul ar as 
materials and new replacement parts become more expensive. 
The cos t s  of c r i t i c a l  materi a l s ,  although s t a b l e  a t  pre- 
sen t ,  a r e  sub jec t  t o  s i g n i f i c a n t  inc reases  i n  t h e  f u t u r e  
depending on the world polit ical  si tuation. An example i s  
such as those in Africa where the major supplies of the 
raw materials for many of our c r i t i ca l  metals are located. 
Needs of the 1990's 
A number of c r i t ica l  aspects of the explosi ve bonding area must 
be addressed i n  t h e  remaining years  of the  1980's i n  order t h a t  t he  
process and i t s  products will be ready t o  meet the high tech materials 
requirements of the 1990's. These aspects include: 
0 Create re l i ab le  design data that  i s  readi ly  available and 
easy t o  disseminate t o  those who need it. The data base 
should include represent a t i  ve mechanical and physical prop- 
e r t i es  f o r  each materi a1 system along w i th  typ ica l  applica- 
t i ons, f abr i  cat5 on methods, r e p a i r  procedures, etc.  Th is  
w i l l  help the designing engineer t o  consider and mploy new 
materials. The data base should be continuously expanded t o  
inc lude new mater i  als which can be produced but  are not 
p resent ly  being comnerci a1 ized. 
0 Develop more mean1 ngful product speci f i cat ions and test1 ng 
methods (user f r iend ly )  so that  potent ial  users can easi ly  
establ ish t h e i r  own c r i t e r i a  t o  better meet t h e i r  needs. 
Present speci f icat ions l i k e  shear tests, etc., as stan- 
dards f o r  acceptance i n  many cases ate not r e a l i s t i c  from 
the user's viewpoint. 
Provide innovation i n t o  high tech, high performance mater- 
i a1 s through i nnovati ons i n the explosive bondi ng process, 
One potent ial  area i s  i n  the welding o f  very high 
strength, low impact materials which are susceptible t o  
f racture during bondi ng at room temperature. The basic 
feasi  b i  1 i t y  o f  using elevated temperature bonding has 
already been demonstrated as one solut ion t o  t h i s  problem. 
Reduce the costs t o  the end user. Not only i s  the explo- 
s i  ve bonding process present ly  expensive but t h e  cos t  o f  
susequently f abr i  cat ing the product i s also expensi ve. From 
the explos i  ve bonding viewpoint,  t h e  cos t  o f  the  bonded 
product i s  p ropor t iona l  t o  t h e  area clad, The cost  o f  
bondi ng can be consi der ably reduced 5 n many i ns tances by 
cladding th icker  components and subsequently r o l l i n g  f l a t -  
p l a t e  clads o r  ext'rudi ng c lad  cy1 inders t o  i ncrease t h e  
bond area and thus reduce i t s  un i t  cost. 
I n  f a b r i c a t i o n ,  t he  cos t  can be considerably  reduced by 
developing better and more econmi cal techniques f or  $01 n- 
i ng o r  weldi ng c l  ad components. For example, t he  cos t  f o r  
j o in ing  t i t an iuws tee l  clads i n  the fabr ica t ion  of pressure 
vessels can run as much as $150/linear foo t  while tha t  f o r  
j o i n i n g  t antalum/copper c lad s tee l  may r u n  t o  $300/foot. 
Reducing t h e  amount o f  welding by s imply i nc reqs ing  t h e  
i n i t i a l  o v e r a l l  size o f  the bonded p la te  would br ing  
s i g n i f i c a n t  f a b r i c a t i o n  savings. Oftentimes the thickness 
o f  t he  composite bonded plate,  both c lad and base, i s  
s i g n i f i c a n t l y  g rea ter  than necessary. Reduction o f  the  
thickness along wi th  improved fus ion welding techniques t o  
hand1 e '  i t would a1 so he1 p t o  f u r t h e r  reduce t h e  o v e r a l l  
costs o f  t h e  process. I n  many instances such as t i t a n -  
i un /s tee l  composite, t h e  c lad may be as much as t h r e e  t o  
f i  ve times as th i ck  as necessary f o r  corrosion protection 
only because the technology f o r  fus ion  welding i t  i n  t h i n -  
ner layers does not ex is t .  
NEW DEVELOPMENTS 
There are several recent developments t h a t  suggest t h e  indust ry  
may be undergoing some change i n  the near future.  
For exmp l  e: 
1. Severa l  l a r g e  m e t a l l u r g i c a l  companies, b o t h  domest ic  and 
f o r e i g n ,  a re  l o o k i n g  s e r i o u s l y  a t  t h e  p o t e n t i a l  U.S. 
explosive metalworking market w i t h  several capt ive  inhouse 
and e x p o r t  a p p l i c a t i o n s  i n  mind now t h a t  t h e r e  a re  no 
market  barr iers.  
2. Ser ious and i n c r e a s i n g  S o v i e t  e f f o r t  i n  t h e  h i g h  energy 
r a t e  f a b r i c a t i o n  f i e l d  i s  under way i n  seve ra l  i n s t i t u -  
t ions.  Sane o f  these are so le ly  devoted t o  explosive metal- 
wo rk i ng  w i t h  p o t e n t i  a1 m i l i t a r y  app l i ca t i ons .  Our own de- 
f ense  needs w i l l  have t o  keep t hese  developments under 
scru t iny .  
3. ~ a t t e l l e  recent ly  announced the opening of w explo- 
s i ve  metalworking app-l icat ion center a t  Columbus, Ohio 
t o  br idge the  i nformation/engi neer i  ng gaps discussed 
above. 
4. The Center f o r  Explosive Technology recent ly  opened a t  the 
New Mexico I n s t i t u t e  o f  Min ing and Technology. 
These a c t i v i t i e s  suggest a new era  of a c t i v i t y  i n  the  explosive 
fab r i ca t ion  f ie ld .  I f  successful, these developments could lead t o  new 
commerci a1 appl i c a t i  ons t ha t  w i l l  once again produce growth w i  t h i  n the 
indust ry  . 
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FIGURE 1. SCHEMATIC OF EXPLOSIVE BONDING PROCESS 
(a )  SETUP (b) PROCESS ME.CHANISM 
FIGURE 2. PHOTOMICROGRAPH OF A SKEWED WAVE PATTERN 
IN MISMATCHED SYSTEM OF TITANIUM (TOP) 
TO LOW CARBON STEEL (BOTTOM). 100 x. 
(LOW DENSITY/HIGH DENSITY) SYSTEM 
FIGURE 3. EXPLOSIVE WELD BETWEEN TANTALUM AND 
INCONEL SHOWING POCKETS OF ENTRAPPED 
JET MATERIAL (50 x )  
Aluminum . 
FIGURE 4. EXPLOSIVE WELD BETWEEN ALUMINUM 1100 (TOP) 
AND MAGNESIUM ALLOY SHOWING POCKETS OF 
ENTRAPPED J E T  MATERIAL. (VERY LOW/VERY LOW 
DENSITY)  ( 2 0  x )  
FIGURE 5. TITANIUM/STEEL PRESSURE VESSEL MADE 
FROM EXPLOSIVELY BONDED CLAD PLATE 
FIGURE 6. INTERIOR OF 8 BY 60 FT. DIAMETER VESSEL 
FABRICATED FROM EXPLOSION-CLAD TANTALUM 
TO COPPER TO CARBON STEEL 
FIGURE 7. TITANIUM TUBE SHEET EXPLOSIVELY BONDED 
T O  MONEL 400 
BULKHEAD ALUMINUM 
STIFFENER BULKHEAD 
FIGURE 8. ALUMINUM SUPERSTRUCTURE AND STEEL 
DECK CONNECTION USING A1/A1 STEEL 
TRANSITION JOINT 
FIGURE 9. EXPLOSIVELY WELDED ALUMINUM-STEEL 
TUBULAR TRANSITION JOINTS 
(NOMINAL DIAMETERS LEFT T O  RIGHT, 
6, 12, AND 2 XN. )  
FIGURE 10. MULTILAYER LAMINATE OF 
EXPLOSIVELY WELDED 
ALCLAD 6 0 6 1 - T 6  ALUMINUM 
LAYERS (TOTAL THICKNESS 
4.1 cm) 
FIGURE 1 1 .  EXPLOSIVE WELD REPAIRED BEARING JOURNAL 
ON HIGH-SPEED TURBINE SHAFT 
Fabricators 
FIGURE 12. ENGINEERING/INFORMATIONAL GAPS BETWEEN ALL 
COMPONENTS OF EXPLOSIVE METALWORKING 
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